Air quality detector
VT-14IN1

instructions
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05Key operation method:

Switch machine: Long press for 3 seconds to turn on or off

Press once to enter the menu interface, press once to switch to the next item, press
twice to select the item, and press 3 times to exit the menu interface

Curve
PM Calibaration

TVOC Calibration
Alert Config
Switch Interface
Temp

Exit

(DWIFI Config : Turn on / off WIFI (Single version does not have this function)
@Curve (curve graph) :View the data graph for each detection item, 2005 scroll
to update

After entering the graph interface, press once to switch to the next test item
@PY Calibaration(Particulate matter sensor calibration): Calibrate the particulate
matter sensor, for PM2.5, PM10

@TVOC Calibaration (TVOC Sensor calibration) ¢ Calibrate the TVOC senser
®#lert Config (Alert Settings) : Turn the buzzer alarm funetion on / off
®Switch Interface (Switch interface style) : Replace the main interface, 1 and 2
two interfaces are optional

@Temp (temperature) : C/F Switch between F / C

(BlButton sound (Keynote prompt sound) : Turn the button prompt tone on or off
@Exit: Exit menu interface

01Comprehensive introduction of instruments:

When opening the package, confirm whether the air quality monitor is intact and the
accessories are complete; if the product has a battery, charge it for 30 minutes
hefore the first use, and then press the multi-function butten; avoid battery
depletion due by long time transportation; please calibrate the product before use.

VI-14 IN 1 multi-function air quality detector is a multi-function intelligent home
small air quality monitoring equipment. The measured data can only be used as a
reference for changes in the home air environment. This product can switch between

two interface styles, the wall-mounted design.

Reminder: This type of tester is a household product. The test data are for reference

only and cannot be used for any basic data such as scientific research / experiments.

06 Connect TUYA intelligence (WIFI) APP
L App searches for "TUYA smart” or "Smart life”
2. Shert press once to enter the menu interface, select™ WIFI Config® - "

Short press 2 times to open WIFI, WIFL symbol fiash:inn

3. Open the APP, add the device, enter the WIFI name and password, and follow the
following interface. View the specific data on the APP. {Because it takes time to
upload the data, the deviation between APP data and detector real-time data is normal)

07 Test standard and reference range

The correspondence of air quality grade is as follows (Due te the differences in
the stendards of different countries or regions, the following are the data after
the comprehensive averege. The standards are for reference only and are not used
as authoritative datal

[ Slight
pollution
AQT | 101-150 [ 300 :
HCHO  (mg/m* ) 0. 11-0. 20 0. 21-0. 50 =0.5
TVOC  (mg/m* ) 0. 61-1. 50 1.51-3.0 =3.0
PM2.5 (ug/m®) 76=100 101-150 =150
PM10  {ug/m® )} 101-150 151-200 =200
co {ppm) 51-100 101-200 =200
Coz {ppm) B01-1600 1601-2000 = 2000

[\)FQProduct model and main functions: 202408.09 N py
T-14IN1 QUALITY DETECTOR

1. formaldehyde (HCHO) el 0
2, Total Volatile Organic Compounds (TVOC)
3.PM2. 5

4, PM10
5.
6

. carbon monoxide (CO)

. carbon dioxide (C02)

temperature (TEMP)

 humidity (HUMI)

9, air quality index C(AQI)

10, Air quality grade color indication
11. WIFI function

12, Curve chart function

13.Date and time

14. Display interface switch: support two main interface switch
03 Annex list:

Host * 1

USB TYPE-C Charging line # 1

Manual #* 1

04Basic parameters of instruments:

o .

Application technology: semiconductor / infrared detection technology or laser /
semiconductor detection technology

Display mode: 2Z.8-inch TFT cclor screen digital display

Product size : TO#35%50mm

Net weight of products: 130g

Product gross weight: 200g

Package size: 145#100%48mm

operating voltage: 5V

Charging method; USB 500mA Type—C

Charging time: about 4h

Standby time: about 300-360 minutes (multiple sensors with high power
consumption)Battery capacity: 2000 mah palymer lithium battery

07Instrument operation knowledge and matters needing attention:
kead the following instructions carefully before firat using this product.

1. Since the product uses high—-precision sensors and components, please place the
product in a dry environment without direct sunlight.

2. When the user first buys and uses the product, place it inaventilated environment
for menual calibration, or turn on the power and wait for 24 hours for autcmatic
calibration.

3. Do not plog the air inlet during use.

4. This product does noet have the waterproof function, do not scak or sprinkle water
or other liguid on it.

5, Do not insert sharp, flammable, or metal items into the air inlet of the monitor,

possibly causing electrie shock and burns.

7. When using this product for a long time, please use the powsr adapter. The battery
iz only suitable for temporary use.

8. Be careful that the product falls or gets seriously hit, which may cause the
product is not working properly.

9. The detection of this product is qualitative rather than quantitative, and the
measured value will have a certain deviation. Reference er accuracy range for
details.

10. WiFi icon flashing: paired state, need to pair with a smartphone and wireless
router.

11. The WiFi icon i= always bright: the normal connection state.

12. There is no WiFi icon. The product is not a WiFi version, or the WiFi module
is damaged,

13. If the network changes, & re-pairing is required.

Disclaimer

1. This manual describes the use mothod and technical parameters of the product as
cemprehensively as possible, but the Company reserves the right to modify this manual
without further notice.

2. This information is for reference purposes only and does not constitute a
comsitment of any kind.

4. This product has the function of detection and alarm, but it can not prevent the
leakage of dangerous substances, so we will not be responsible for the loss caused
by the accident,





